GEA18ESS GEA45ESS
	FAULT CODE
	DESCRIPTION

	E1
	A compartment sensor disconnected fault and the sensor should be replaced 

	E2
	A compartment sensor short circuit fault and the sensor should be replaced

	E3
	An evaporator sensor disconnected fault and should be replaced

	E4
	An evaporator sensor connected is short circuit.


GEA45TSS GEA166TSS
	FAULT CODE
	DESCRIPTION

	E1
	A upper compartment sensor disconnected fault and the sensor should be replaced

	E2
	A upper compartment sensor short circuit fault and the sensor should be replaced

	E3
	An evaporator sensor disconnected fault and should be replaced

	E4
	An evaporator sensor short circuit fault and the sensor should be replaced

	E7
	A lower compartment sensor disconnected fault and the sensor should be replaced

	E8
	A lower compartment sensor short circuit fault and the sensor should be replaced


BC2DA GEA2TVS
	FAULT CODE
	DESCRIPTION

	E1
	A upper compartment sensor disconnected fault and the sensor should be replaced

	E2
	A upper compartment sensor short circuit fault and the sensor should be replaced

	E7
	A lower compartment sensor disconnected fault and the sensor should be replaced

	E8
	A lower compartment sensor short circuit fault and the sensor should be replaced

	HI
	If the ambient temperature is higher than 23℃，there will be a “Beep” warning noise.

	HO
	If the ambient temperature is lower than 0℃，there will be a “Beep” warning noise.


